
T E C H N I C A L  D ATA S H E E T

24W300020B3

Zenith Up & Down Wall light
Item number 24W300020B3 · collection Zenith · Absinthe Lights

The Zenith Up & Down is a surface-mounted wall light with an integrated LED lighting upwards and downwards, with

flaps to adjust the beam. IP54, for indoor and covered outdoor use.

P R O D U C T D I M E N S I O N A L  D R AW I N G

Dimensions in mm. Not to be used as an installation drawing.

F E AT U R E S

Surface mounted, flush against the wall

418 lm at 8W, 3000K, adjustable beam

Black, powder-coated aluminium

I T E M  N U M B E R S  A N D  E A N

I T E M  N U M B E R V E R S I O N E A N E P R E L

24W300020B3 Black 5407004002583 2344057

L I G H T  S O U R C E

Light source Integrated LED

Number of light points 2

Light source included Yes

Luminous flux 418 lm

Power 8W

Efficacy 52.25 lm/W

Colour temperature 3000K

Colour rendering (CRI) 90

Lifetime 30000h

LED replaceable Not replaceable

Energy class G

Dimmable No

E L E C T R I C A L

Mains voltage 230V

Driver included Yes

IP rating IP54

Protection class Class I (earthed)

I N S TA L L AT I O N

Mounting location Wall

Mounting type Surface

Use Interior · Exterior

Adjustability Fixed

D I M E N S I O N S

Width 100 mm

Height 100 mm

Depth 100 mm

Mounting plate L 100 × W 100 × D 100 mm

M AT E R I A L

Material Aluminium

Finish Powder coated

I N  T H E  B O X

Included Fixture, Light source, LED driver,
Mounting bracket, Mounting
hardware, Connector, Manual

L O G I S T I C S  A N D  S TA N D A R D S

Warranty 5 years

HS code 9405 11 90

Country of origin China

Installation. Class I: the luminaire must be earthed. The electrical installation should be carried out by qualified personnel only, according to the

regulations for electrical and mechanical safety in your country. Always switch off electricity supply before installation and maintenance.
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