TECHNICAL DATASHEET

‘.,ABSINTHE TO1A4SCO010

A-Track 1-Phase 180° Straight Connector

Family code TO1A4SCO010 - collection A-Track - Absinthe Lights

The A-Track 1-Phase 180° Straight Connector joins two A-Track 1-phase tracks in line and takes the circuit and
the earth through to the next track. It slides into both track ends and is screwed tight.

PRODUCT DIMENSIONAL DRAWING
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Dimensions in mm. Not to be used as an installation drawing.

FEATURES ITEM NUMBERS AND EAN

e Twotracksinline ITEM NUMBER VERSION EAN

* Forthe A-rack 1-phase track TO1A4SCO10B Black 5407004009599
TO1A4SC010W White 5407004009582

ELECTRICAL MATERIAL

Mains voltage 230V Material Plastic

IP rating 1P20 IN THE BOX

Protection class Class | (earthed) T Connector

INSTALLATION
LOGISTICS AND STANDARDS

Mounting location Track

. Warranty Syears
Use Interior HS code 8536 9001
DIMENSIONS Country of origin China
Length 63 mm
Width 35mm
Height 18 mm

Installation. Class |: the luminaire must be earthed. The electrical installation should be carried out by qualified personnel only, according to
the regulations for electrical and mechanical safety in your country. Always switch off electricity supply before installation and
maintenance.

JES BV - Neetweg 2b - 2220 Hallaar - Belgium - info@absinthelights.com - www.absinthelights.com Technical datasheet
Absinthe Lights continuously improves its products. Absinthe Lights is not liable for outdated information or errors. Version 20-10-2026



