
T E C H N I C A L  D ATA S H E E T

T03A4PA010

A-Track 3-Phase Pendant Adapter
Family code T03A4PA010 · collection A-Track · Absinthe Lights

The A-Track 3-Phase Pendant Adapter clicks into an A-Track 3-phase track and takes power from it for a corded

pendant, also one without its own track adapter.

P R O D U C T D I M E N S I O N A L  D R AW I N G

Dimensions in mm. Not to be used as an installation drawing.

F E AT U R E S

Pendant on the track

For the A-Track 3-phase track

I T E M  N U M B E R S  A N D  E A N

I T E M  N U M B E R V E R S I O N E A N

T03A4PA010B Black 5407004000091

T03A4PA010W White 5407004000084

E L E C T R I C A L

Mains voltage 230V

IP rating IP20

Protection class Class I (earthed)

I N S TA L L AT I O N

Mounting location Track

Use Interior

D I M E N S I O N S

Length 70 mm

Height 39.1 mm

M AT E R I A L

Material Plastic

I N  T H E  B O X

Included Track adapter

L O G I S T I C S  A N D  S TA N D A R D S

Warranty 5 years

HS code 8536 90 01

Country of origin China

Installation. Class I: the luminaire must be earthed. The electrical installation should be carried out by qualified personnel only, according to

the regulations for electrical and mechanical safety in your country. Always switch off electricity supply before installation and

maintenance.
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